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VIPER BRAKE

PROPRIETARY NOTICE: This contains Lancer Systems’ confidential, proprietary 
and/or competition sensitive data.

Lancer Systems is AS9100C:2009 ISO9001:2008 CERTIFIED

ITAR NOTICE: “Warning – This document contains technical data whose export is 
restricted by the Arms Export Control Act (Title 22, U.S.C. Sec. 2751, et. Seq.) or 
the Export Administration Act of 1979 as amended, Title 50 U.S.C. App. 2401 et, 
seq. Violations of these export laws are subject to severe criminal penalties. Dis-
seminate in Accordance with provisions of DOD Directive 5230.25.”
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VIPER BRAKE

SAFETY RULES

Cardinal Rules of Firearms Safety

Rendering a Firearm Safe

1. Treat every firearm as if it is loaded until positively ascertained otherwise by you
2. Never point a firearm at anything or anybody that you do not intend to shoot, or in 

a direction where an unintentional discharge may do harm
3. Never place your finger into the trigger guard until ready and justified to fire
4. Be sure of your threat, backstop and beyond

1. Always point a firearm in the safest direction (MUZZLE AWARENESS)
2. Safety ON (if applicable)
3. Magazine removed (or cylinder open, unload cylinder) 
4. Bolt, slide or cocking lever locked to the rear
5. Visually and physically inspect the chamber

NOTE: Wear eye protection during disassembly and reassembly of your firearm.
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VIPER BRAKE
Description
The Lancer Viper Brake is a “tunable” brake designed for precision shooters. Engi-
neered with a series of blast chambers and tunable jets, the Viper Brake will effec-
tively reduce recoil energy making for faster follow-up shots. In addition, tunable jets 
are incorporated to reduce muzzle climb and further stabilize the weapon.

User Tunable
There are four jets located on the top of the brake. These jets release gas from the 
blast chamber, creating downward force on the muzzle of the rifle. Different size jets 
are supplied with the brake so the operator can customize the downward force, mini-
mizing muzzle climb. Tuning is a simple manner of changing the combination of jets 
until the desired effect is achieved.

Models:
Available in stainless steel or black in .308, 6.5

LVB-308-BK
LVB-308-SS

LVB-65-BK
LVB-65-SS
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VIPER BRAKE

Tool Box
•	 Hex key - provided in kit

•	 3/4” open end wrench (flash suppressor)

•	 2 x 7/8” open end wrench (Viper Brake)

•	 AR upper receiver vise block

•	 Torque screw drive

Removal of the existing flash suppressor
1. Conduct a clearing procedure to ensure the rifle is clear, 

safe and empty.

2. Field strip the rifle. Separate the upper from the lower 
receivers, and then place the upper receiver on a vice 
block.

3. Using a 3⁄4” open end wrench, remove the flash suppressor and crush washer.
NOTE: Never reuse a crush washer.

or
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INSTALLATION INSTRUCTIONS (continued)

4. Place the supplied jamb nut, flat end first, on the barrel threads.

5. Hand tighten the jamb nut until it stops against the barrel shoulder. Screw viper 
brake on until tight against jamb nut.

6. Using 2 x 7/8” open end wrenches, tighten the brake onto the barrel until the top 
alignment line is centered on gas tube. Be sure to tighten the jamb nut against the 
brake.
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VIPER BRAKE

INSTALLATION INSTRUCTIONS (continued)

Tuning the viper brake

Notes: 
•	 Do not change orifices without first clearing the rifle
•	 Tune your brake on bi-pod or bench
•	 Do not adjust zero when tuning

Tuning is accomplished by rapidly shooting a group (2 – 4 rounds) at a paper target 
(100 – 200 yards) and measuring the group size. If the group strings are up, increase 
the amount of gas released through the jets by clearing the rifle, and then removing 
the installed jet (or jets) and replacing with a jet with a bigger orifice size.

If the group strings are down, decrease the amount of gas released through the jets 
(or jets) with a smaller orifice size. Torque the jets to 8 – 10 inch lbs, note the thread-
ed holes are designed to ensure the jet will not protrude into the blast chamber.

Do not adjust zero when tuning.

Repeat the above tuning process until your groups stop stringing and are of accept-
able size. A properly tuned viper brake will produce a small shot group size when 
rapidly shooting supported.

Installation Complete

Visit www.Lancer-Systems.com and click on the Armorers’ Manuals page 
 for step-by-step assembly instructions.


