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2800 Milford Square Pike
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610-973-2600
Installation Instructions:

Lancer Carbon Fiber SCAR Handguard

Parts List Tools Required

Supplied with Handguard Supplied with Handguard

e (Carbon Fiber Handguard, QTY: 1 e T25Short Arm TORX Key QTY: 1
e Mounting Block, QTY: 1

e  10-32x3/8" Flat Head Screw, QTY: & Not Supplied with Handguard

e Torque Wrench

-0. 1 1
e M5-0.8x10mm Button Head Screw, QTY 1/8" Hex Key

e RedThread Locker, QTY: 1
Notes:

e Ensure that the rifle is unloaded and pointed in a safe direction prior to and
during installation.

e Installation is the same process for SCAR 16 &17 Platforms.

e Minimum Barrel Length: 13"

e Muzzle devices over 1.2" outer diameter must be removed before installation.

e Handguard can be used with suppressed or unsuppressed rifles with barrels over
13"

Carbon Fiber
Handguard

M5-.8x10mm Button
Head Cap Screw

#10-32x3/8
Flat Head Screw


http://www.lancer-systems.com/
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Removing the factory rail

1. Field strip therrifle.
2. Using a 1/8" hex key, remove the bottom rail by removing the two rail screws (Figure 1).
e Note: The rail and two screws will not be needed again after installation.
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Figure 1.

3. UsingaTorx T25 driver, back out the 4 captive screws (2 on either side) that retain the
barrel as well as the 2 captive screws (1 on either side) that retain the barrel yoke, found
in the front of the polymer rail sections at the 3 and 9 o'clock positions on the rifle (Figure

2).
— 0 O 0O 0O O 0 0000 0 00 0
0 o o o
[) (;) Figure 2.
N I I N R N |

4. Slide the barrel to its most forward position and remove the barrel yoke by sliding the
component towards the muzzle (Figure 3).
e The yoke will no longer be needed after this step.

Figure 3.
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Installing the Lancer Systems Carbon Fiber Handguard
1. Remove the single screw retaining the mounting block within the Lancer Systems carbon
fiber handguard, then remove the mounting block from within the handguard.
2. Place the mounting block around the barrel behind the front sight and gas block assembly
(Figure 4.1), then slide it back until fully seated (Figure 4.2).

Figure 4.1. Figure 4.2,

3. Slide the barrel back into position and snug all barrel retaining screws starting with the
screw circled (solid) in figure 4.2. From there tighten the 4 barrel retaining screws ina "Z"
pattern to 62 in. Ibs. This will secure the mounting block and barrel in place.

4. Tighten the two screws, encompassed by a dashed circle in figure 4.2, to 35 in. Ibs.

5. Place the handguard around the barrel and slide the handguard backwards until it is over
top of the mounting block. Pull the handguard back until the holes in the handguard line
up with holes in the mounting block (Figure 5.2). Angling the handguard upward toward
the front sight may help this process (Figure 5.1).
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Figure 5.1. Figure 5.2.

6. Once the handguard is in place, apply the provided red thread locker onto the threads of
the button head cap screw and install it into the rear most hole on the 6 o'clock side of the
handguard (Figure 6). Torque to 15 in. Ibs.

Figure 6.

7. Install the 4 flat head screws into the handguard (Figure 7). Blue thread locker is
recommended for this step. Torque all screws to 15 in. Ibs. following an "X" pattern.

Figure 7.

8. Reassemble therrifle.
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