
        LANCER SHOTGUN EXTENSION TUBE 
INSTALLATION INSTRUCTIONS 

 280
Tel: 610.973.2600 ● Fax: 610.973.2601 ● www.lancer-systems.com  

 2800 Milford Square Pike ● Quakertown, PA 18951  

 
Measure spring for trimming 

 
Use a cleaning rod to control 
the spring during assembly 
 

 
Installation of the Lancer Shotgun Extension Tube requires the removal of the shotgun’s magazine tube end cap as detailed in the 
shotgun manufacturer’s owner manual and trimming of the supplied shotgun spring.  Installation on later model Remington 870, 11-87 
and 1100 shotguns may require modification to the shotgun’s magazine tube; instructions are below.        
 
Parts List       Tools Required 
Supplied with LSX      Not supplied with the LSX      
  1.  Lancer Shotgun Extension Tube Assembly  1.  Safety Glasses   
  2.  Extra-long Spring    2.  Wire Cutter    
      3.  Cleaning Rod (Some Models)   
      4.  Dremel Tool, Drill or similar tool (Some Models) 
 
NOTE: Wear eye protection during disassembly and reassembly of your shotgun. 
 
Installation  
1. Ensure the shotgun is unloaded. Verify the shotgun’s magazine is empty and the chamber is empty per the owner manual’s 

instructions. 
2. In accordance with the shotgun’s owner manual remove the magazine cap, magazine spring retainer (if applicable), spring and 

round limiter, if included.  Some Remington magazine tubes (later model 870, 11-87 and 1100) have dimples that must be 
removed prior to installing the extension.  We recommend these dimples be drilled out using a dremel tool, a standard drill can be 
used with care.  Completely remove the dimple insuring the inside of the magazine tube is clean and free of any burs or remnants 
of the dimple. 
 
Caution: Magazine cap and/or spring retainer and spring are under significant pressure. Care should be taken during removal to 
help prevent injury to yourself and/or others around you. 
 

3. Install the spring.  Ensure the follower is still in magazine, insert the provided spring until it contacts follower.  Trim the spring; the 
spring provided is extra-long and should be trimmed for proper function of the shotgun.  We recommend that springs be trimmed 
12” to 16” past end of magazine extension to insure proper performance.  Place magazine extension next to muzzle end of 
magazine (see picture) and using appropriate wire cutter (not included) trim spring to length.  
 
 

 
 
 
 
 
4. Install extension tube over the spring, screw and tighten onto the magazine tube. NOTE: When installing the longer tubes a 

cleaning rod can be used to help guide the spring into the extension tube.   
 
 
 
 
 
 
 

Insert cleaning rod or similar sized wood dowel down through hole at top of magazine extension and then through the center of 
spring in magazine to control spring while the extension tube is being installed. 

 
5. Slide the extension tube over the spring and tighten.  Remove guide rod if applicable. 
 
 
 
 
 
 
 
6. Function test with inert or dummy rounds or at the range with live ammunition.  Do not use live ammunition if function testing 

indoors.     


